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Reloop's top turntable model: The RP-6000 MK5 s was designed precisely for the high demands of modern professional
DJs. Its quartz controlled magnet drive offers maximum performance with a 4.5 kg/cm torque. The direct link between
turntable and motor vouches for maximum running stability. Featuring an additional start button (for vertical installation)
and infinitely adjustable start and stop pitch the RP-6000 MKS5 s is equally suited for club DJs as well as turntablism
performers. 3 basic speeds and 3 pitch ranges create total flexibility for the user. The heavy metal-clad chassis with
rubber insert allows the use even in extreme environments and guarantees maximum long-term power.

The sophisticated pick-up arm with adjustable base level produces optimal effectiveness of any pick-up. Universal
application and intuitive operation are the focus of attention of this timeless design, which underlines the claim of
creating a high-end turntable for the DJ of the third century.

Adjustable start/stop pitch

UPPER TORQUE motor
with record torque in
excess of 4.5 kg/cm!

Statically balanced premium height
adjustable tonearm with Anti-Skating

—

Turmtahless

RP-0000 MK

-

Features & technical data: Quarz-controlled DJ turntable with UPPER TORQUE direct drive « Extra heavy construction « Aluminium die-cast platter « UPPER TORQUE motor
with record torque in excess of 4.5 kg/cm! « Statically balanced premium height adjustable tonearm with Anti-Skating * Pitchrange +/- 10/20/50% « Adjustable start/stop
pitch « Direct connection of turntable and motor for maximum stability « Detachable network and cinch cables « Retracted connection moulds for easy case fitting « Easy-
change freely rotating stylus illumination with supa bright LED « Quartz lock « Electronic motor brake « Switch for forward and reverse run « Additional start/stop button for
vertical installation « Shock-absorbing feet « Safety power switch « Supplied with Reloop slipmat and Reloop headshell

Model: 3 speeds (33 1/3, 45 & 78 RPM), fully manual « Drive: 3 phase, brushless dc motor « Starting torque: > 4500
g/cm « Start/Stop times: 0.2 - 6 sec. (adjustable) « Time-change between speeds: 0.2 sec. * Wow & Flutter: 0.1%
WRMS at 33 1/3 RPM « S/N Ratio: more as 60 dB (DIN - B) « Anti-Skating range: 0-3 g * Tracking force adjustment
range: 2-5 g « Power consumption: 13 watts « Power supply: 230 V, 50 Hz « Dimensions: 450 x 353 x 160 mm «
Weight: 11.0 kg
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Common features: Finish in brushed aluminium ¢ Metal chassis « Aluminium die-cast
platter « Gleaming blue or red Advanced-LED board « Extra heavy construction
Statically balanced, s-shaped tonearm with Anti-Skating « Pitchrange +/- 10/20% «
Stroboscope speed control « Safety power switch ¢ Switch for forward and reverse
run « Quartz lock ¢ Electronic motor brake « Telescopic needle illumination « Beat

R P 50 O O M 3 D counter optional « Remote control optional « Shock-absorbing feet

RP-5000 M3D s

Features & technical data: Quartz-controlled DJ turntable with ULTRA TORQUE direct drive « extraordinary powerful drive « Automatic Pitch
Bend « Supplied with slipmat & Reloop headshell « Model: 3 speeds (33 1/3, 45 & 78 RPM), fully manual « Drive: 16 pole, 3 phase, brushless dc
motor « Starting torque: > 2200 g/cm « Start/Stop times: < 1 sec. * Time-change between speeds: < 1 sec. « Wow & Flutter: < 0,15% WRMS at 33
1/3 RPM « S/N Ratio: more as 50 dB (DIN - B) « Anti-Skating range: 0-7 g * Tracking force adjustment range: 0-4 g « Power consumption: 13 watts
« Power supply: 115/230 V, 50/60 Hz « Dimensions: 450 x 352 x 157 mm « Weight: 10.1 kg

RP-4000 M3D
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RP-4000 M3D s

Features & technical data: Quartz-controlled DJ turntable with HIGH TORQUE direct drive « extremely powerful drive « Supplied with slipmat,
Reloop headshell and Ortofon DJ cartridge « Model: 3 speeds (33 1/3, 45 & 78 RPM), fully manual « Drive: 8 pole, 3 phase, brushless dc motor
« Starting torque: > 1600 g/cm « Start/Stop times: < 1 sec. « Time-change between speeds: < 1 sec. * Wow & Flutter: < 0,15% WRMS at 33 1/3 RPM
* S/N Ratio: more as 50 dB (DIN - B) « Anti-Skating range: 0-7 g * Tracking force adjustment range: 0-4 g « Power consumption: 13 watts « Power
supply: 115/230 V, 50/60 Hz « Dimensions: 450 x 352 x 144 mm « Weight: 9.8 kg



Turmtables

Common features: Finish in brushed aluminium « Metal chassis ¢ Aluminium die-cast
platter « Gleaming blue or red Advanced-LED board « Extra heavy construction «
Statically balanced, s-shaped tonearm with Anti-Skating « Pitchrange +/- 10%
Stroboscope speed control  Safety power switch « Remote control optional «
Electronic motor brake « Shock-absorbing feet « Telescopic needle illumination «
Supplied with slipmat, Reloop headshell and Audio Technica 3600 L cartridge

RP-1000 MK3
RP-2000 MK3

S
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RP-2000 MK3 s RP-1000 MK3 s

Features & technical data: Quartz-controlled DJ turntable with direct drive « Very powerful drive « Beat counter optional » Model: 2 speeds (33 1/3,

45 RPM), fully manual « Drive: 8 pole, 2 phase, brushless dc motor « Starting torque: > 1000 g/cm  Start/Stop times: <1 sec. « Time-change between  Starting torque: > 1000 g/cm « Start/Stop times: <1 sec. « Time-change between speeds: <1 sec. « Wow & Flutter: < 0,25 % WRMS at 33 1/3 RPM

speeds: < 1 sec. » Wow & Flutter: < 0,15% WRMS at 33 1/3 RPM « S/N Ratio: more as 50 dB (DIN - B) « Anti-Skating range: 0-7 g < Tracking force  * S/N Ratio: more as 50 dB (DIN - B) « Anti-Skating range: O-7 g « Tracking force adjustment range: 0-4 g « Power consumption: 7,5 watts « Power
adjustment range: 0-4 g * Power consumption: 7,5 watts « Power supply: 115/230 V, 50/60 Hz « Dimensions: 450 x 352 x 144 mm « Weight: 9.5 kg supply: 115/230 V, 50/60 Hz = Dimensions: 450 x 352 x 144 mm « Weight: 8.6 kg

Features & technical data: DJ turntable with belt drive « Powerful drive « Model: 2 speeds (33 1/3, 45 RPM), fully manual « Drive: dc motor



s UMEaDes & Accessories

RP-300 Hifi s

Features & technical data: HiFi turntable with belt drive « 12" platter «
Detachable dust cover « Semi-automatic cue control (auto return,
start and stop) * Gentle HiFi torque « Supplied inclusive of rubber slip
mat, cartridge system and dust cover

RP-300 Hifi

Professional DJ cleaning set
Record cleaner

Stylus cleaner

CD / record cleaning cloth
Carbon fibre cleaner
Carbon fibre cleaner GOLD

Slipmat Reloop
Slipmat Bad Boy
Extreme scratching set

Gooseneck lamp BNC
Gooseneck lamp XLR
Gooseneck lamp with
dimmer and external power supply

Audio Technica 3600 L cartridge
Ortofon DJ cartridge

Headshell

Headshell silver

Headshell Scratch

Puck
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Freely assignable long-life
TCT cross fader (45 mm)
with adjustable curve

Extra LED display per channel

RMX-50 BPM fo pr ening Snel
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Automatic beat counter for
both cross fader channels
(double 3-digit display)

RMX-40 BPM

[Features and technical data as for RMX-40 DSP, but exclusive of effects unit]
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Features & technical data: 5+1 channel PRO 19" club mixer  Outstanding sound due to Premium Sound Architecture (PSA) « Automatic beat counter for both cross fader
channels (double 3-digit display)  Freely assignable long-life TCT cross fader (45 mm) with adjustable curve « Cross fader Start Play * Long-life line fader (60 mm) « Metal
potentiometer « Extra LED display per channel for pre-listening signal « Gain control with 3-fold sound regulation (+10 / -40 dB) per channel « Mic channel 1 with 3-fold
sound regulation (+12 / - 12 dB), Pan, Gain Cue & adjustable talk-over « Mic channels 2 & 3 with 3-fold sound regulation (+10 / -40 dB), Gain & Cue * Send/Return effect
for all channels < High-performance headphone output (Cue-Master-Mix with additional fader) « 2 variable Master OUT with balancing function (Master 1 with Mono/Stereo
switch and trim regulator) « Outputs: 2 Master (master 1. XLR/cinch, master 2: cinch), 1 Rec. (cinch) « Inputs: 3 Phono (cinch), 6 (+1) Line (cinch), 3 Mic (Mic 1: combination,
Mic 2 & 3: 6.3 mm jack) « Frequency range: 20 Hz - 20 kHz « S/N ratio: -75 dB e Distortion: < 0,05 % « Dimension: 483 x 310 x 87 mm « Weight: 6.1 kg




MIXErS:s

RMX-40 DSP

Automatic beat counter for
all channels (double 3-digit
display)

Freely assignable effects
unit with time and level
parameters

- & r T .. ‘ 3

Long Life Linefader (60 mm) with
adjustable curve, reversible

19" rack adapter for RMX-40

Holds RMX-40 DSP and RMX-40 BPM -

Features & technical data: 4+1 channel PRO club mixer ¢ Outstanding sound created by Premium Sound Architecture (PSA) « Automatic beat counter for all channels (double 3-digit display) « Freely assignable
effects unit (Pan, Trans, Delay, Echo, Flanger, Filter, Phase, Pitch Shifter) with time and level parameters « Manual beat assignment of effects ¢ Freely assignable Long Life TCT Crossfader (45 mm) with adjustable
curve * Crossfader Start Play « Long Life Linefader (60 mm) with adjustable curve, reversible « Metal potentiometer « Kill unit for both crossfader channels with flash function (-60 dB) « Send/Return effect for
all channels « Extra LED display per channel for pre-listening signal « Gain control with 3-fold sound control (+10 / -40 dB) per channel « Mic channel 1 with 3-fold sound control (+10 / -40 dB), Gain, Cue & talk-
over « Mic channel 2 with 3-fold sound control (+10 / -40 dB), Gain & Cue « Ultra high-performance headphones out 1-way equalizer (mono option, Cue-Master-Mix, with mono/stereo switch) « 2 adjustable master
outputs with balancing function (with mono/stereo switch and trim control) « Outputs: 2 Master (Master 1: XLR/Cinch, Master 2: Cinch), 1 Rec (Cinch), 1 Send (6.3 mm jack) « Inputs: 4 phono (Cinch), 4 (+4) Line
(Cinch), 2 Mic (Mic 1: Combi, Mic 2: 6.3 mm jack), 1 return (6.3 mm jack) « Frequency range: 20 Hz - 20 kHz « S/N ratio: -80 dB e Distortion: 0.01% « Dimensions: 320 x 357 x 87 mm « Weight: 5.6 kg



s MIKers

‘ Automatic beat counter & Beat Offset

-‘l

Long-life TCT cross fader
(45 mm) with adjustable
curve, reversible

RMX-30 BPM

display [BPM model only]

Common features & technical data: 3-channel DJ mixer « Outstanding sound due to
Premium Sound Architecture (PSA) « Automatic beat counter for channels 2 and 3
(double 3-digit display) [BPM model only] « Beat Offset display per LED chain [BPM
model only] « Long-life TCT cross fader (45 mm) with adjustable curve, reversible «
Long-life line fader (60 mm) with adjustable curve, reversible « Metal potentiometer
« Gain control with 3-fold sound regulation (+10 / -40 dB) per channel « Kill unit for
both cross fader channels with flash function (-60 dB) « Extra LED display per
channel for pre-listening signal « 2 variable Master OUT (Master 1 with balancing
function) « Mic channel 1 with 3-fold sound regulation (+10 / -40 dB), Gain & Cue «
High-performance headphone output (Cue-Master-Mix) ¢ External power pack <
Outputs: 2 Master (master 1: 3.6 mm jack/cinch, master 2: cinch), 1 Rec. (cinch) «
Inputs: 3 Phono (cinch), 3 (+3) Line (cinch), 1 Mic. (6.3mm jack) « Frequency range: 20
Hz - 20 kHz « S/N ration: -80 dB « Distortion: 0.01% « Dimensions: 254 x 355 x 87 mm
« Weight: 3.65 kg

BL L WL o

RMX-20

Features & technical data: 2+1 channel DJ mixer  Outstanding sound due to Premium Sound
Architecture (PSA) « Long-life TCT cross fader (45 mm) with adjustable curve, reversible « Long-life
line fader (60 mm) with adjustable curve, reversible « Metal potentiometer « Gain control with 3-fold
sound regulation (+10 / -40 dB) per channel « Kill unit for both cross fader channels with flash
function (-60 dB) « Extra LED for pre-listening signal « Master OUT with balancing function « High-
performance headphone output (cue mix) « External power pack « Mic channel 1 with 3-fold sound
regulation (+10 / -40 dB), Gain & Cue « Outputs: 1 Master (6,3 mm jack/cinch), 1 Rec. (cinch) « Inputs:
2 Phono (cinch), 2 (+2) Line (cinch), 1 Mic. (6.3mm jack)  Frequency range: 20 Hz - 20 kHz « S/N
ration: -80 dB « Distortion: 0.01% ¢ Dimensions: 254 x 315 x 87 mm « Weight: 2.7 kg



The Scratch.2 is writing history in Reloop's turntabalism chapter: The PSP Photo Sensor Phader is optically
controlled and thus almost completely free of wear. With the exception of the Input Gains all parameters are
controlled by mini faders, giving the battle DJ incredible speed and flexibility of sound interaction.

Scratch.2

3-fold sound regulation
with mini faders

Adjustable curves and reverse for
all faders

%

Non-contact optical PSP
cross fader

Features & technical data: 2+1 channel PRO Turntablism mixer ¢ Outstanding sound due to Premium Sound
Architecture (PSA) « Non-contact optical PSP cross fader (45 mm) with adjustable curve, reversible « Long-life line
fader (60 mm) with adjustable curve, reversible « Double panel design « Metal potentiometer « Gain control with 3-
fold sound regulation (+10 / -40 dB, mini fader) and balance (mini fader) per channel « Extra LED display for pre-
listening signal « Send/Return effect for all channels « 2 variable Master OUT « Mic channel 1 & 2 with 3-fold sound
regulation (+10 / -40 dB, mini fader), Pan & Cue « High-performance headphone output (Cue-Mix with mini fader)
« External power pack « Outputs: 2 Master (master 1: 6.3 mm jack / cinch, master 2: cinch), 1 Rec (cinch), 1 Send (6.3
mm jack) « Inputs: 2 Phono (cinch), 2 (+2) Line (cinch), 2 Mic. (6.3 mm jack), 1 Return (6.3 mm jack) « Frequency
range: 20 Hz - 20 kHz « S/N ratio: -80 dB « Distortion: 0.01% < Dimensions: 254 x 355 x 87 mm « Weight: 4.8 kg

MiXers
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Common features R-PRO-12/15: Top full-range/monitor system « Can be operated as top
or monitor box (swivel horn) « High-end Neodym components « Long-stroke oscillation
coil » Extremely high impulse capacity ¢ Internal passive diplexer at 1.6 kHz « State-of-
the-art bass reflex tunnelling « Extra hard Duraflex coating * Trapeze casing for modu-
lar stacking and monitor operation ¢ Integrated points of suspension for fly-mounting
and flange

Eyebolt

matching eyebolt for the flying installation
of R-PRO-12 and R-PRO-15

Technical data: 300 Watt AES PA box ¢ System: 2-way ¢ Max. output: 1200 Watt
Frequency response: 55 Hz - 20 kHz « Sound level: 126 dB « Speaker: 1 x 30.5 cm (12")
bass, 1x 2.5 cm (1") mid-/high-frequency horn (dispersion: 80° x 50°, swivel) ¢
Impedance: 8 Ohm « Connections: PA professional speaker cable « Dimension: 407 x
644 x 348 mm « Weight: 28 kg

C W

R-PRO-15

Technical data: 300 Watt AES PA box ¢ System: 2-way ¢ Max. output: 1200 Watt
Frequency response: 50 Hz - 20 kHz « Sound level: 129dB « Speaker: 1 x 38 cm (15")
bass, 1 x 2.5 cm (1") mid/high-frequency horn (dispersion: 80° x 50°, swivel) «
Impedance: 8 Ohm « Connections: PA professional speaker cable « Dimension: 462 x
710 x 385 mm « Weight: 32 kg

WrELOnM

R-PRO-15 SUB

Features & technical data: Top-of-the-range subwoofer system ¢ High-end Neodym
components  Long-stroke oscillation coil « Extremely high impulse capacity « Internal
passive diplexer at 120 Hz < State-of-the-art bass reflex tunnelling ¢ Extra hard
Duraflex coating « Integrated flange « 500 Watt AES PRO Subwoofer ¢ System: 1-way *
Max. output: 2000 Watt « Frequency response: 40 Hz - 120 kHz « Sound level: 133dB «
Speaker: 1 x 38 cm (15") bass * Impedance: 8 Ohm « Dimensions: 480 x 610 x 680 mm
« Weight: 48 kg




RABS-12

RABS-15

Common features RABS-12/15/15 SUB: Extremely stable low resonance
ABS plastic casing * Innovative reflex system for automatic convection
cooling « Special design for suspended operation « Highly-efficient 3.2
cm compression drive with titanium dome for excellent tweeter repro-
duction (except RABS-15 SUB) « "Long-Throw" low-frequency speaker
with high performance magnet « Symmetrical XLR and 6.3 mm jack
inputs  integrated points of suspension and flange

RABS-12

Technical data: 250 Watt RMS PA box ¢ System: 2-way « Frequency response: 50 Hz - 18 kHz « Max. output: 500 Watt « Impedance:
8 Ohm « Sensitivity: 97 dB « Speaker: 30.5 cm (12") “Long-Throw" bass, 3.2 cm mid-range/tweeter « Connections: PA professional
speaker cables « Dimensions: 430 x 589 x 313 mm « Weight: 12.9 kg

RABS-15

Technical data: 360 Watt RMS PA box « System: 2-way  Frequency response: 50 Hz - 18 kHz « Max. output: 720 Watt « Sensitivity:
125 dB « Speaker: 38 cm (12") "Long-Throw" bass, 3.2 cm mid-frequency/tweeter « Connections: PA professional speaker cables ¢
Dimensions: 430 x 589 x 313 mm « Weight: 19.7 kg

RABS-15 SUB

Features & technical data: Maximum frequency control (50 - 500 Hz) < Integrated limiter « Ground-lift switch to combat
interference « Phase change-over switch (O degree / 180 degree) [other features as for Reloop RABS-12 A] » 400 Watt RMS active
subwoofer « System: 1-way * Frequency response: 35 Hz - 500 Hz « Max. output: 800 Watt * Sensitivity: 127 dB « Speaker: 38 cm
(15™) "Long-Throw" bass * Dimensions: 445 x 670 x 365 mm « Weight: 20,3 kg

RABS-15 SUB

PA:;

RABS-15 SUB A

RABS-15 A

RABS-12 A

Common features RABS-12 A/15 A/15 SUB A: Integrated 2-fold pre-equalizer and com-
bined diplexer/limiter  High quality microphone pre-amplifier for direct hook-up of
dynamic mics « Comprehensive phase and time correction for perfect system co-
ordination « Innovative reflex system for automatic convection cooling « Extremely
stable low resonance ABS plastic casing ¢ Special design for suspended operation
Highly efficient 3.2 cm compression drive with titanium dome for excellent tweeter
replay * “"Long-Throw" low-frequency speaker with high performance magnet «
Symmetrical XLR and 6.3 mm jack inputs ¢ Signal loop to connect additional
loudspeakers « Transparent arrangement of power and overload LEDs to the front
and rear ¢ Integrated points of suspension and flange

RABS-12 A

Technical data: 200 + 30 Watt RMS active box * System: 2-way / bi-amping for excellent sound reproduction * Frequency response: 50 Hz - 18
kHz « Max. output: 400 + 50 Watt « Sensitivity: 110 dB « Speaker: 30.5 cm (12") “Long-Throw" bass, 3.2 cm mid-frequency speaker/tweeter
Equalizer: +/- 15 dB « Dimensions: 430 x 589 x 313 mm « Weight: 20.7 kg

RABS-15 A

Technical data: 250 + 30 Watt RMS active box  System: 2-way / bi-amping for excellent sound reproduction * Frequency response: 50 Hz - 18
kHz « Max. output: 500 + 50 Watt « Sensitivity: 110 dB « Speaker: 38 cm (15") “Long-Throw" bass, 3.2 cm mid-frequency/tweeter « Equalizer: +/-
15 dB « Dimensions: 485 x 710 x 395 mm « Weight: 28.9 kg

RABS-15 SUB A

Features & technical data: Maximum frequency control (50 - 500 Hz) « Integrated limiter « Ground-lift switch to combat interference « Phase chan-
ge-over switch (O degree / 180 degree) [other features as for Reloop RABS-12 A] « 400 Watt RMS active subwoofer « System: I-way ¢ Frequency
response: 35 Hz - 500 Hz « Max. output: 800 Watt « Sensitivity: 127 dB « Speaker: 38 cm (15") “Long-Throw" bass « Dimensions: 445 x 670 x 365
mm « Weight: 29.1 kg
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Common features RPX-120/150/150 Subwoofer: Outstanding powerful
sound ¢ Prime components ¢ Casing made of high-density MDF <
Durable DuraFlexmaterial coating « Embedded flange for tripods «
Protective metal corners ¢ Large carrying shells made of metal « Solid
front grill < Inputs: PA-PROFI and terminal screws ¢ Supplied incl.
speaker cable

Duraflex coating

Connection terminal

RPX-120 RPX-150 RPX-150 Subwoofer

Technical data: 200 Watt disco subwoofer ¢ Frequency response: 15 Hz - 350 Hz «
Max. performance: 400 Watt « Impedance: 8 Ohm « Acoustic pressure: 105 dB «
Speaker: 38 cm bass * Dimensions: 639 x 545 x 487 mm « Weight: 34 kg

Technical data: 250 Watt 2-way disco speaker * Frequency response: 30 Hz - 20 kHz
Max. performance: 500 Watt « Impedance: 8 Ohm « Acoustic pressure: 105 dB
Speaker: 38-cm bass, mid-range and tweeter « Dimensions: 524 x 730 x 524 mm <

Weight: 32 kg

Technical data: 200 Watt 2-way disco speaker « Frequency response: 35 Hz - 20 kHz «
Max. performance: 400 Watt « Impedance: 8 Ohm < Acoustic pressure: 100 dB
Speaker: 30-cm bass, mid-range and tweeter « Dimensions: 430 x 545 x 330 mm «
Weight: 22.5 kg



RSP-10

Technical data: 100 watt RMS PA-speaker « Maximum performance: 200 watt « Type:
2-way system e« Frequency response: 45 Hz - 20 kHz « Acoustic pressure: 97 dB «
Speaker: 25-cm bass, mid-range and tweeter « Impedance: 8 Ohm « Dimensions: 530 x
375 x 340 mm « Weight: 11.5 kg

RSP-15

Technical data: 200 watt RMS PA-speaker « Maximum performance: 400 watt « Type:
2-way system ¢ Frequency response: 45 Hz - 20 kHz < Acoustic pressure: 97 dB «
Speaker: 38-cm bass, mid-range and tweeter « Impedance: 8 Ohm « Dimensions: 730 x
450 x 440 mm « Weight: 27.5 kg
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RSP-18 S

RSP-12

Technical data: 150 watt RMS PA-speaker « Maximum performance: 300 watt « Type: 2-
way system e Frequency response: 45 Hz - 20 kHz « Acoustic pressure: 98 dB <
Speaker: 30-cm bass, mid-range and tweeter « Impedance: 8 Ohm « Dimensions: 600
X 400 x 440 mm « Weight: 18 kg

RSP-18 Subwoofer

Technical data: 400 watt RMS PA-subwoofer « Maximum performance: 800 watt
Type: 1-way system « Frequency response: 38 Hz - 500 kHz « Acoustic pressure: 96 dB
« Speaker: 46-cm bass * Impedance: 8 Ohm « Dimensions: 580 x 720 x 510 mm <
Weight: 36 kg

RSP-12 PAz

Connection terminal

Protective metal corners

Reloop compression horrnes

Common features RSP-10/12/15/30/18 Subwoofer/12 M: Hard-suspen-
sion bass with Kapton spool « High-range horn with thermal overload
protection  Integrated high-quality frequency cross-over « Sound cha-
racteristics geared especially to heavy-bass sounds in hip hop, techno,
house & breaks « High performance reserves ¢ Extremely durable,
road-compatible carpeting ¢ Protective metal corners « Large carrying
shells made of metal « Sunk-in metal flange for tripods « Solid front
grid

RSP-12 M

RSP-12M

Technical data: 100 Watt RMS PA floor monitor  System: 2-way * Frequency response:
45 Hz - 20 kHz « Max. output: 200 Watt « Sound level: 98 dB « Speaker: 1 x 30.5 cm
bass, mid-frequency and tweeter « Impedance: 8 Ohm ¢ Dimensions: 600 x 400 x 300
mm « Weight: 19.5 kg

RSP-30

Technical data: 400 watt RMS PA-speaker « Maximum performance: 800 watt « Type:
2-way system ¢ Frequency response: 45 Hz - 20 kHz « Acoustic pressure: 98 dB «
Speaker: 2 x 38-cm bass, mid-range and tweeter « Impedance: 4 Ohm « Dimensions:
460 x 1100 x 470 mm « Weight: 38 kg






Casess,

Club series 60 case

Features & technical data: Robust construction made of
aluminium-clad wood < Convenient carrying handle
Thick foam padding « Detachable lid « Protective corners
made by designo « Protective rubber feet ¢ Locks with
key « Holds 60 LPs « Dimensions: 360 x 395 x 220 mm «
Weight: 2.6 kg

Club Series 70 Case Trolley

Features & technical data: three-wheel design ¢ additional compartments for
headphones and system case « extremely robust design made of aluminium-coated
wood ¢ telescopic handle « two butterfly locks for enhanced safety « foam padded
convenient handle < rounded protective corners « supplied without decoration (i.e.
vinyls) « Holds 70 LPs « Dimensions: 83 x 483 x 253 mm « Weight: 5,5 kg

Common features & technical data for all Club Series 80 models: Robust
construction made of aluminium-clad wood or transparent PCB « Can be
split in two equal halves [50/50 models only] « Lockable butterfly lock «
Convenient carrying handle ¢ Detachable lid ¢ Thick foam padding
[except transparent models] « Protective corners « Protective rubber feet

Club series 80 case 50/50 silver Club series 80 case silver
Club series 80 case 50/50 black Club series 80 case black
Club series 80 case 50/50 transparent Club series 80 case transparent

Technical data: Holds 80 LPs « Dimensions: 380 x 365 x 300 mm « Weight: 4 kg Technical data: Holds 80 LPs « Dimensions: 380 x 380 x 265 mm « Weight: 4 kg
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Cartridge Case

The new cartridge case provides space and protection
for twin headshell-mounted submerged systems. Ideal
for the dust-free storage and safe transport from battle

Club Series 200 Trolley CD Case

Features & technical data: two-wheel design « telescopic handle « extremely robust design made of
aluminium-coated wood < 4-fold partitioning * 2 snap locks (key supplied in delivery) ¢ padded
handle for ease of transport « foam padding * rounded protective corners « supplied without

Club Series 100 CD Case

Features & technical data: extremely robust design made of aluminium-coated wood « 2 snap locks (key supplied
with delivery) ¢ padded handle for ease of transport « foam padding « rounded protective corners ¢ supplied
without decoration (i.e. CDs) « holds 100 CDs

to battle. decoration (i.e. CDs) « holds 200 CDs «

Common features DJ Cart/DJ Cart PRO: Professional
case cart « Patented fold-down system (opens in 2 steps
only) « Heavy-load wheels  Dimensions (unfolded): 468
X 990 x 472 mm « Dimensions (folded): 468 x 748 x 66
mm « Maximum carrying capacity: 90.7 kg « Supplied
inclusive of 2 fastening belts (length: 650 - 1200 mm)

DJ Cart

Technical data: Made of robust steel « Weight: 6.12 kg

DJ Cart PRO

Technical data: Extremely lightweight design « Made of highly durable
aluminium « Weight: 5.4 kg

-t

-

Common features: Robust construction made of
aluminium-clad wood < Can be split into two equal
halves « Convenient comfort-carrying handle « Luxury
foam padding ¢ Detachable lid « Professional protective
corners « Protective rubber feet « High quality butterfly
locks

1 PRO alu series 80 50/50 case

L
- Technical data: Holds 80 LPs « Dimensions: 365 x 370 x 295 mm « Weight: 6 kg
—

PRO alu series 100 50/50 case

Technical data: Holds 100 LPs « Dimensions: 365 x 370 x 365 mm « Weight: 8 kg



Record Bag 80

Features: additional pocket on the side « compartment in cover flap for
small items « 1 large front pocket for headphones, system case & Co.
made of durable & high-resistant Nylon « 3 carrying straps, infinitely
adjustable « holds approx. 80 records « extensive safety padding <
supplied without decoration (i.e. records)

Trolley 80

Features: Telescopic handle « Aluminium frame « Features two extra-broad wheels « 1 large front pok-
ket for headphones, system case & Co. « Extra pocket on the side « Made of durable & water-resistant
Nylon « Two-piece carrying strap « Extremely robust Nylon zipper  Extensive protective padding
Holds approx. 80 vinyls
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Cantilever stand

Features & technical data: Highly stable x-shaped
columns « Easy-lock fixing device ¢ Height continuously
adjustable  Rubber footing « Material: steel « Stay pipe
diameter: 30 mm ¢ Maximum ultimate load: 60 kg
Dimensions: 520 x 1045 x 80 mm « Weight: 4.5 kg

19" Mixer case

Turntable Case

Features & technical data: Robust construction « With scratch resistant felt cover «
Vice action latches « Rugged carrying handle « Detachable lid « Protective corners ¢
Dimensions: 500 x 180 x 400 mm « Weight: 7 kg

19" Mixer double-CD-player case 2 RU

Technical data: Dimensions: 520 x 350 x 550 mm « Weight: 7,8 kg

Common features: new: control panel now 3 rack units
* new: mixing panel now 8 rack units ¢ new: deeper
fitting dimension « robust design with scratch-resistant
felt cover « snap closures « removable lid « hardened
steel corners

Features & technical data: Robust construction « With scratch resistant felt cover «

Rack bars mounted in convenient angle « Vice action latches « Rugged carrying handle 19" M ixel’ dOUb|e-CD-p|ayer case 4 RU

« Protective steel corners « Dimensions: 550 x 145 x 475 mm « Weight: 13 kg

Technical data: Dimensions: 520 x 425 x 550 mm « Weight: 8,5 kg

2 X Turntable & Mixer Case

Features & technical data: Robust construction « With scratch resistant felt cover « Rack bars
mounted in convenient angle « Vice action latches « Rugged carrying handle « Protective steel
corners ¢ Dimensions: 1480 x 200 x 430 mm « Weight: 22 kg

19" Equipment Case 4 RU

Technical data: Dimensions: 555 x 310 x 500 mm « Weight: 19 kg

Common features: Dedicated for all 19" (480 mm) devi-
ces * Robust construction « With scratch resistant felt
cover « Detachable frontplate and back plate « Holes for
cable duct « Protective steel corners

19" Equipment Case 8 RU

Technical data: Dimensions: 555 x 485 x 500 mm «
Weight: 22 kg
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19" Equipment Case 12 RU

Technical data: Dimensions: 555 x 660 x 500 mm « Weight: 29 kg



Cap Bad Boy Cap logo Key holder
Colour: black « Material: ~ Colour: beige * Material:

100% cotton * One Size 100% cotton * One size

fits all fits all

T-shirt black
Size: L « 100% cotton

T-shirt Bad Boy
Size: L « 100% cotton

Reloop Headphone
Size: L « 100% cotton

Pullover
Size: L » 100% cotton

Wallet

Features: Lifestyle wallet made of durable & water-repellent nylon ¢
Generous notes compartment « Coins section with zipper « 7
compartments for utensils, one with additional zipper

Record bag

Features: Classic record bag « Made of durable & water-repellent nylon ¢ Prime finish « Padded
carrying straps, infinitely adjustable « Detachable carrying handle « Protective rubber feet « Holds
30 LPs

Backpack

Features: 1 large main compartment 1 large front pocket for headphones « 2 small front pocket for
system case, etc. « Infinitely adjustable carrying straps < Side gathering straps for convenient
carrying « Made of durable & waster-repellent nylon « Holds around 80 vinyls




